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MANEUVERS

APPROACH WITHOUT VERTICAL GUIDANCE - TWO ENGINES

WHEN CLEARED 
FOR THE APPROACH
• Select APPR
• Verify MAA

5NM BEFORE 
FINAL DESCENT
• Flaps 20
• 140 kt
• Set MDA or next 
altitude constraint

• Flaps 10
• 160 kt

Select APPR

2NM BEFORE 
FINAL DESCENT
• Gear Down

ON DESCENT USING VS
• Flaps 30
• VREF
• Before Landing Check

VECTOR TO FINAL
• Approach Checklist
• 180 kt
• Sequence the FMS

APPROACHING INITIAL APPROACH FIX 
(IAF) FOR PROCEDURE TURN
• Approach Checklist
• 180 kt
• Sequence the FMS

• Flaps 10
• 160 kt

FAF

NOTES: 
• ARM VNAV if a path is available. May require 
   ALT. selector to be set lower for PATH 
   display on final. 
• GNSS approaches require monitoring of 
   messages on A1 line (ie.: RNP ARM & RNP).

PF
PM

“”  CALL RESPONSE

PRIOR TO MAP
“SET MAA”

MDA / DDA

NON-PRECISION APPROACHES
(I.E. LOC, LNAV) VMDA, CDFA PROFILE


